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11. Reliability (MTBF) >100,000 hours (calculated using Bellcore Issue 6 TR-332, Case 2,Part I at 40°C) 

1! Power LED/switch
1! audio inout interface
1! audio output interface

Rear Panel 

265mm*195mm*45mm
Net weight 0.154kg/set Gross Weight

1! RJ45 network interface 
2! USB 2.0 ports 

9. Embedded Linux operating firmware. 

Carton  Dimension485mm*400mm*285mmv Cartons/weight 20sets/CNT, 15kgs/CNT
Net Dimension

Front Panel 

4! USB 2.0 ports 

180mm(L) x 130mm(W) x 32mm(H) Packing Dimension
0.68kg/set

1! power input(12V)
1! VGA interface

Power INPUT AC110V ~ AC240V 50/60 Hz, OUTPUT DC 5V/ 2A, 5W POWER CONSUMPTION.

1! reset key

64bit OS: Windows 7 64bit/Windows Server 2008 R2/Multipoint Server 2011
Linux: Ubuntu/Red Hat/Suse/Fedora,etc.

Support System

Model

Configuration

5. Kernel and Firmware updatable. 

Processor FSB 528MHz NAND Flash

Yes

32bit OS: Windows 7 Pro(Enterprise , Ultimate)/ Windows XP Pro/ Windows 2008 Server/Windows 
Server 2003(Standard Edition,Enterprise Edition)

1. Resolution Supported:1024*768;1280*1024;1366*768;1440*900,1600*1200,1920*1200,1920*1080.

Audio Input Yes
Protocol

Specification

7. Configuration: MIPS RMI soc au1310, 528 MHZ, NAND Flash: 128M, RAM: 128M. 

Audio Output

10. Based on MIPS idea, Protocol: NetPoint 5.1, RDP.

6. Screen orientation: horizontal and vertical for option.

8. Internal Hardware, all solid-state design, no moving parts, no fans, no local user storage.

4. USB Peripherals Supported:  Mouse/keyboard, Wireless mouse/keyboard, memory devices, 
printer,scanner, barcode scanner, touch screen,USB to parallel/serial converter, etc. 

Color depth
H4

128MB

2. Option for 16bit or 24bit color depth.
3. Audio 24-bit stereo output /input via speaker/microphone port.

SUNDE
up to 24

Brand

128MMIPS RMI soc au1310 RAM

NetPoint 5.1, RDP USB support 6 USB 2.0 ports

MODEL H4 PICTURE

Max users 40


